






















































































































MeticaFM 7
Rugged, Crisp 7” Field Monitor



ADVANTAGES MeticaFM 7

Crisp and Clean 7” Panel

The base software that accompanies the MeticaFM 7 HDMI 
software includes: focus peaking, variable scan modes, 
and adjustable frame guides. 

Software Helper Functions

The F&V MeticaFM 7 HDMI is a rugged 7" monitor with 
a vibrant 1024 x 600px display. The MeticaFM 7 HDMI 
has a 170-degree viewing angle, 8-bit color depth, 
and a 800:1 contrast ratio. 

An optional hardware upgrade, available at the time of purchase 
or anytime down the road, will allow for the MeticaFM 7 HDMI 
to have advanced software functionality which includes: 
pattern generator, false color, range error, histogram, 
and audio columns. 

Optional Processor Upgrade
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MeticaFM 7 ADVANTAGES

Future Proof With Firmware Updates
We listen to our customers, and we are constantly 
updating the MeticaFM 7 with new features.

Wide Range Of Connectivity
The MeticaFM 7 comes as an HDMI and SDI model. 
The HDMI model has both an HDMI IN as well as an 
HDMI OUT with the ability to loop through. 
The SDI version adds on SDI IN and OUT as well with 
loop through.

Rugged But Lightweight Aluminum Body
The MeticaFM 7 has a lightweight and strong aluminum body 
with four 1/4"-20 thread-ins, one on each of its four side. 

UpdatesUSB 2.0

Al
13

26.98

 4×1/4"-20
thread-ins

SDI IN

SDI OUT

HDMI IN

HDMI OUT



MeticaFM 7SPECIFICATION

LCD

Item No.

Item No.
Item No.

Item No.

7”
1024 X 600 px
0.15 mm
24-bit (16,777,216 colors)
170°(H) / 170°(V)
400cd/

3G/HD/SD-SDI – Active loop through to SDI output
HDMI (1.4Ver) – Active loop through to HDMI output

1.495G bps

576p(50sf), 576i(50sf), 480p(60sf), 480i(60sf)

270 Mbps
1080p(60/50/30/25/24sf), 1080i(60/50sf), 720p(60/50sf),

3G/HD/SD-SDI
HDMI (1.4Ver) 
2.970Gbps

1 × BNC *

1 × HDMI

1 × BNC * 

1 × HDMI

3G-SDI *

HD-SDI *

SD-SDI *

HDMI

800 : 1
153.6 (H) × 90.0 (V) mm

Input

Output

Input Signal

Size

Resolution

Pixel Pitch

Color Depth

Viewing Angle

Luminance of white

Contrast Ratio

Display Area

Dimensions

Models

193 mm

7”

57 mm 159 mm

45 mm

142
mm
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* These options are only available on the SDI version.

1080p(60/59.94/50/30/29.97/25/24/23.98sf)
1080i(60/59.94/50)
1080p(30/29.97/25/24/24/23.98/23.98sf)
1080i(60/59.94/50sf)
720p(60/59.94/50sf)
1035i(60/59.94sf)

SMPTE-425M-A/B

SMPTE-274M

SMPTE-296M

SMPTE-260M

480i(59.94sf)
576i(50sf)

SMPTE-125M

ITU-R BT.656

DC 2.5mm  /  Mini XLR-4pin 

10801006
10801007
10801009
10801010

MeticaFM 7 HDMI

MeticaFM 7 SDI & HDMI
MeticaFM 7 Plus+ HDMI

MeticaFM 7 Plus+ SDI & HDMI

Power Input Type

0°C ~ 40°C / 32° F ~ 104° F
-20°C ~ 60°C / -4° F ~ 140° F

Max 9 Watt

Mini XLR-4pin 

Input Voltage

Power

Storage Temperature

Tally Plug

750 g (SDI version) / 700 g (HDMI version) Weight

Operating Temperature

SDI 

Input Signal 

Formats *

DC 6 -18V



F3
Vibrant 7" Field Monitor



SPECIFICATION F3

LCD

7”
1024 X 600 px
0.15 mm
24-bit (16,777,216 colors)
170°(H) / 170°(V)
400cd/

3G/HD/SD-SDI – Active loop through to SDI output1 × BNC *

800 : 1
153.6 (H) × 90.0 (V) mm

Input

Size

Resolution

Pixel Pitch

Color Depth

Viewing Angle

Luminance of white

Contrast Ratio

Display Area

ANALOG – Active loop through to ANALOG output
Audio – Active loop through to Audio output

1 × BNC & 1 × RCA

1 × RCA

HDMI (1.4Ver)
3G/HD/SD-SDI

1 × HDMI

1 × BNC * 

Output ANALOG1 × BNC & 1 × RCA

1.495G bps

576p(50sf), 576i(50sf), 480p(60sf), 480i(60sf)
1080p(60/59.94/50sf); 1080i(60/59.97/50sf)

1080i(60/59.94/50sf)
720p(60/59.94/50sf)
480i(59.94sf)
576i(50sf)

270 Mbps
1080p(60/50sf), 1080i(60/50sf), 720p(60/50sf), 

Audio
2.970Gbps

1 × RCA

3G-SDI *

HD-SDI *

SD-SDI *

HDMI

SMPTE-425M-A/B

SMPTE-274M

SMPTE-296M

SMPTE-125M

ITU-R BT.656

DC 2.5mmPower Input Type

0°C ~ 40°C / 32° F ~ 104° F
-20°C ~ 60°C / -4° F ~ 140° F

6W
Input Voltage

Power

Storage Temperature

518 g (SDI version) / 508 g (HDMI version) Weight

Operating Temperature

Input Signal

SDI 

Input Signal 

Formats *

DC 6 -18V

Dimensions

181 mm

57 mm 159 mm

45 mm

130
mm

7”
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Item No.

Item No.

Models

* These options  are only available on the SDI version.

10801004
10801005

F3 HDMI

F3 SDI & HDMI



F3NOTES
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Photography Credits
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P. 43
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P. 51
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P. 56
P. 60
P. 64

R720 Lumic  ................................
R720 Lumic  ................................
R300 Lumic  ................................
K4000 Lumic  ..............................
K160/K320/K480 Lumic  .............
K160/K320/K480 Lumic  .............
K4000 Plus  ................................
K4000 Plus  ................................
K8000 Plus  ................................
K8000 Plus  ................................
K4000 Lumic  .............................
Z720 UltraColor  ........................
Z720 UltraColor  ........................
Z400 UltraColor  ........................
Z400 UltraColor  ........................
Z1200 UltraColor  ......................
Z1200 UltraColor  ......................
Z180 UltraColor  ........................
Z180 UltraColor  ........................
Z96 UltraColor  ..........................
Z96 UltraColor  ..........................
SpectraHD 4  .............................
MeticaFM 7  ..............................
F3 7” Field Monitor  ..................
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